
CONTINUOUS DRAWER PULLS
2m & 3m lengths
Raw 
For Timber doors & cabinetry

HB 370/ HB 375 HB 380 HB 382 HB 385 HB 387

HB 1240HB 1220 HB 1225

HB 1270 HB 1275

RECESSED BLIND BOX
3m & 4.2m lengths
For motorized blinds, screens & curtains
Raw 

FULL LENGTH EXTRUSION
3m length
Raw
For Timber doors only

HB 1280 HB 1290

HB 1260 HB 1265

CONTINUOUS DRAWER PULLS
HB 370 : 2m or 3m lengths, Aluminium (Raw only) 
HB 375 : 2m or 3m lengths, Aluminium (Raw only), bottom-mounted
HB 380 : 2m or 3m lengths, Aluminium (Raw only)
HB 382 : 2m or 3m lengths, Aluminium (Raw only)
HB 385 : 2m or 3m lengths, Aluminium (Raw only)
HB 387 : 2m or 3m lengths, Aluminium (Raw only)

RECESSED BLIND BOX EXTRUSION
HB 1220 : Recessed Single Blind Box Extrusion, Aluminium (Raw only)
HB 1225 : Blind Box Single End Cap Pair (for HB 1220), Aluminium (Raw only)
HB 1240 : Part Blind Box Extrusion, Aluminium (Raw only)
HB 1260 : Recessed Double Outward Hanging Blind Box Extrusion, Aluminium (Raw only)
HB 1265 : Blind Box Double End Cap Pair (for HB 1260), Aluminium (Raw only)
HB 1280 : Double Edged Single Box Extrusion, Aluminium (Raw only)
HB 1290 : Narrow Single Box Extrusion, Aluminium (Raw only)

FULL LENGTH EXTRUSION
HB 1270 : Full Length 3m Flush Extrusion, 70mm width, can be cut to fit door length, Aluminium 
(Raw only)
HB 1275 : Full Length 3m Bi-fold & Pivot Extrusion, with additional finger grip, 70mm width, can be 
cut to fit door length, Aluminium (Raw only)

EXTRUSIONS

Blind Boxes in extruded aluminium have been 
designed by pre-eminent New Zealand architect 
Daniel Marshall in conjunction Halliday + Baillie 
by as an effective and unobtrusive option for 
motorised blinds, screens, and curtains. Now 
with five variations to suit single and double 
blinds, curtains, and centre room mounting, these 
are an easy way to mount window dressings in 
your project. The range of Continuous Drawer 
Pulls extrusion provides a clean line in kitchens, 
wardrobes, or on cupboard doors. These are 
sold raw in 2m or 3m lengths ready for cutting 
to size before colouring.
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Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2014 Halliday + Baillie Ltd.

RECESSED SINGLE BLIND BOX EXTRUSION

HB 1220

Full Blind Box Extrusion is a sleek extrusion mounted flush 
to ceiling gib (10mm or 13mm), primarily for automated 
blinds and screens.

Full Box Blind Extrusion – sold in 3m lengths only.

Materials: Extruded Aluminium, available either in raw 
unfinished aluminium or anodised. Raw extrusion can be 
powdercoated or custom finished.

Please note: blinds and any automation mechanisms not 
included. If specifying for manual blinds, the cover flap will 
need to be made approximately 30mm shorter at each end 
to allow for cord access. This is the responsibility of the 
client.
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Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2014 Halliday + Baillie Ltd.

RECESSED DOUBLE OUTWARD HANGING 
BLIND BOX EXTRUSION

HB 1260

Recessed Double Outward Hanging Blind Box Extrusion 
is a sleek flush mounted to ceiling gib (10mm or 13mm), 
primarily for two rows of automated blinds and screens 
for example where both sheer and black out blinds are 
required.

Double Blind Box Extrusion – sold in 3m lengths only.

Materials: Aluminium, available either in raw unfinished 
aluminium or anodised. Raw extrusion can be powdercoated 
or custom finished. For matching end caps please see the 
HB 1265.

Please note: blinds and any automation mechanisms not 
included. If specifying for manual blinds, the cover flap will 
need to be made approximately 30mm shorter at each end 
to allow for cord access. This is the responsibility of the 
client.

For outward hanging blinds please see the HB1250 and 
HB1255.
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Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2014 Halliday + Baillie Ltd.

BLIND BOX SINGLE END CAP PAIR

HB 1225

End caps for neat finishing of the HB1220 Full Blind Box 
Extrusion. Like the box extrusion, end caps enable flush 
mounting of ceiling gib (10mm or 13mm). 

Materials: Aluminium, available either in raw unfinished 
aluminium or anodised. Raw extrusion can be powdercoated 
or custom finished.

Sold in pairs.
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MODEL DESCRIPTION FINISH

HB 1220 Recessed Single Blind Box Extrusion Raw

HB 1225 Blind Box Single End Cap Pair (for HB 1220) Raw

HB 1227 Blind Box Joiner Set Acrylic

HB 1240 Part Blind Box Extrusion Raw

HB 1260 Recessed Double Outward Hanging Blind Box Extrusion Raw

HB 1265 Blind Box Double End Cap Pair (for HB 1260) Raw

HB 1280 Double Edged Single Box Extrusion Raw

HB 1290 Narrow Single Box Extrusion Raw

  H+B Recessed Blind Box Extrusion can only be ordered in lengths of 3 meters and cut by client.
  Raw denotes mill run Aluminium. Raw extrusion can be power coat finished or anodised by client.
  HB 1227 Joiners come in packs of 3 and can be used to connect longer runs of blind box end on end, or to secure end cap to box extrusion.
  Please note 2 rubber bungs (as below) are provided with each end cap pair. Rubber bungs are inserted into end caps and a hole is 

made on site to pass wiring through to eliminate any live wires touching the metal.

RECESSED BLIND BOX EXTRUSION

HB 1240HB 1220 HB 1225

HB 1260 HB 1265

HB 1290HB 1280

Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2014 Halliday + Baillie Ltd.

DOUBLE OUTWARD END CAP

HB 1265

Full Double Blind Box Extrusion is a sleek flush mounted 
to ceiling gib (10mm or 13mm), primarily for two rows of 
automated blinds and screens for example where both 
sheer and black out blinds are required.

Full Double Blind Box Extrusion – sold in 3m lengths only, 
in raw or anodised aluminium, raw suitable for powder 
coating by client. For matching end caps please see the 
HB 1255.

Please note: blinds and any automation mechanisms not 
included.

If specifying for manual blinds, the cover flap will need to 
be made approximately 30mm shorter at each end to allow 
for cord access. This is the responsibility of the client.
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Designed and manufactured in New Zealand
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HB 375

Designed and made in New Zealand. For more information, installation templates, and measured drawings of this product and others please visit :

www.hall idaybaill ie.com  or contact your authorized Halliday+Baillie dealer. All information subject to change. © 2013 Halliday+Baillie, Ltd.

Lock body :

HB 375 (top) + HB 370 (bottom) HB 375 + HB 370

HB 380 HB 382 

HB 385 HB 387

 

CONTINUOUS DRAWER PULLS
material: Extruded aluminium, available either in raw 
unfinished aluminium or anodised. Raw extrusion can be 
powder-coated or custom finished by client.

retaining stem: 13 x 3.5mm, designed for mounting in 
centre of a standard 18mm drawer front. 

Can be mounted top or bottom as detailed. Can be used on 
thicker doors with offset mounting.

Note : All extrusions come in 1, 2 and 3-metre lengths only. 
Please allow 3-4 weeks for larger quantities.
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CONTINUOUS DRAWER PULLS 

MODEL DESCRIPTION FINISH

HB 370 1m, 2m or 3m lengths, Aluminium  Raw

HB 375 1m, 2m or 3m lengths, Aluminium, bottom-mounted Raw

HB 380 1m, 2m or 3m lengths, Aluminium Raw

HB 382 1m, 2m or 3m lengths, Aluminium Raw

HB 385 1m, 2m or 3m lengths, Aluminium Raw

HB 387 1m, 2m or 3m lengths, Aluminium Raw
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FULL LENGTH EXTRUSION
MODEL DESCRIPTION FINISH

HB 1270 Full Length 3m Flush Extrusion, 70mm width, can be 
cut to fit door length

Raw

HB 1275 Full Length 3m Bi-fold & Pivot Extrusion, with additional 
finger grip, 70mm width, can be cut to fit door length

Raw

Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2012 Halliday + Baillie Ltd.
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An extension of the Halliday + Baillie sliding and bi-fold ranges, the 
new extrusion comes in raw or anodised finishes and is available as 
extrusion only, or with a deadbolt and incorporate escutcheon.
 
Material: Extruded aluminium.

Retaining grips: designed for mounting directly into routered door.

Minimum door thickness: If used back to back a door thickness of 
55mm is recommended, or pulls can be offset on each side.

Available either in raw unfinished aluminium or anodised. 
Raw extrusion can be powdercoated or custom finished.

Note: The full length door extrusion comes in 3 metre 
lengths only.  Please allow 3-4 weeks for larger quantities.

FULL LENGTH SLIDING DOOR EXTRUSION

HB 1270
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Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change. © 2012 Halliday + Baillie Ltd.

The HB1275 is a new 3 metre, full length solution for bi-fold doors, 

extension of the Halliday + Baillie sliding and bi-fold ranges, the 
new extrusion comes in raw or anodised finishes and is available 
as extrusion only, or with a deadbolt and incorporate escutcheon. 
 
Material: Extruded aluminium.

Retaining grips: designed for mounting directly into routered door.

Minimum door thickness: If used back to back a door thickness of 
55mm is recommended, or pulls can be offset on each side.

Available either in raw unfinished aluminium or anodised. 
Raw extrusion can be powdercoated or custom finished.

Note: The full length door extrusion comes in 3 metre 
lengths only.  Please allow 3-4 weeks for larger quantities.

FULL LENGTH SLIDING DOOR EXTRUSION

HB 1275
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  H+B Continuous Drawer Pulls can be ordered in lengths of 1, 2 or 3 meters in New Zealand, 3m lengths only in Australia. Please check 
lengths available in other regions.

  Raw extrusion can be power coat finished or andoised by client.

Designed and manufactured in New Zealand
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